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Start by carefully removing the parts from the sheet. Sand off the little pips from the retaining tabs.

Glue frame parts together and leave to dry, weighted down onto a flat surface. A couple of nails of 
suitable diameter can be inserted into the holes in the buffers to ensure parts are properly aligned.
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Glue the uprights together. Again you can use pins or nail to keep the parts aligned.

Glue the uprights to the frame, ensuring they are at 90 degrees to the frame.
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Glue the journals together, ensuring you use two different parts for each journal. Press in the metal 
bushes before the glue is dry to help with alignment. If the bushes are on the loose side, a small 
drop of superglue or epoxy will secure them in place. If you temporarily clamp the journals to the 
frame and insert the axles, then you can tweak the alignment of the bushes by pushing on the axles. 
The bushes have a PTFE coating and should not be lubricated with oil.

If you plan to spray pain the skip, then you may want to attach the journals until after the paint job. 
This avoids having to mask off the wheels. If attached after painting, the journals should be glued in
place with epoxy or superglue as wood glue may not adhere well to the painted surface.
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Slide the wheels onto the axle. If the fit is loose, use a bit of super glue or epoxy to retain them. The
4 plywood spacers are added. Check sideways fit before you glue the journals in place – the spacers
may require a bit of sanding.

Glue the doublers to the top and bottom of the frame at both ends.
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Glue together the bucket brackets and bucket sides. Use nails to keep parts aligned while the glue 
dries.
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Prepare a bucket wrapper measuring 99x151mm. If you want to bend the edges, add as much to the 
length as you want the bended part to be. The wrappers can be made from tinplate, aluminium 
flashing or even cereal box cardboard. If using cardboard laminate two pieces using wood glue and 
form them over the bucket sides before the glue sets. Hold one side to the jig with masking tape 
then fold and clamp jig with rubber bands. The outer piece should be cut app. 1.5mm longer than 
the inner piece.
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